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Anytime - AnywhereIncubator

Oven

Controller

Jog-Dial

more information on 8 - 11

Incubator Oven

SWIG page 59

SWIF page 61

SWIR page 65

STH page 72

STH-E page 73

SWGC page 74

SWON page 77

SWOF page 79

SWOV page 81

Jog-Dial controller

Incubator Oven
WIG 70°C, 32 / 50 / 105 / 155 l on page 58

WIF 70°C, 50/105/155 l on page 60

WIR 0-60°C, refrigerated on page 64

WON 230°C, 32/50/105/155 l on page 76

WOF 250°C, 50/105/155 l on page 78

WOV 200°C, 18.6/30/70 l, 750mmHg on page 80

SMART-LabTM Controller
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Incubator

Oven

General

information

Temperature uniformity 
successfully tested by 
ASTM standards

-

-

Green product

kwh

WIG

kwh

Gravity-air

Forced-air
-

-

-

for best temperature uniformity in the 

Gravity-air
-

-

Forced-air
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Ideal for: 

-

Features:

Safety mechanism:

Controller:

 

 

 

 

 

 

 

SWGC Illumination, 95% rel. hum.

Model SWGC-450 SWGC-1000

Capacity

Temperature range & variation

Illumination lamp & range 

Illumination bank

Temperature & humidity sensor

Heat-up time (up to 37°C)

Cool-down time (down to 10°C)

Recovery time (door open 30sec)

Heating power (temperature & humidity) 1.5 kW 3.0 kW

Compressor 370 W 750 W

Program function

Shelves

Internal dimensions (W x D x H)

External dimensions (W x D x H)

Packing size & gross weight

Power supply

Power consumption

Order number 230V* DH.SWGC00450 DH.SWGC01000

Order number 120V* DH.SWGC50450 DH.SWGC51000

Order number 3 Phase DH.SWGC60450 DH.SWGC61000

Illumination

Co

* 230V and 120V models not available in Europe
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